


Tel : +603-4296 3733    Fax : +603-4296 9733

Email : sale@hapond.com.my   |   Website : www.hapond.com.my

Coordinates : Nº 0308.079’  Eº 10145.797’

DTF PRINTER SERIES
60E2-TH

Address:
No. 21, 23, 
Jalan Bukit Permai Utama Tiga,
Taman Industri Bukit Permai, 
56100 Cheras, WP Kuala Lumpur.

Precision & Reliability for Exceptional Quality

Technical specifications are subject to change without prior notice.

TECHNICAL SPECIFICATIONS

Color
Ink

Printing Width

RIP Software

Picture Format

Printing Medium

Power
Operation Environment

Printhead & Quamtity
Printing Resolution
Printing Speed

Operating System

60E2-TH

I3200 A1/4720 4pcs

Name DTF Printer

Interface
Printer Size
Clue Coating System Size
Printing/Glue Coating System net weight

Printing/Glue Coating System gross weight

2400DPI

6PASS:8m²/h 8PASS:6m²/h

Pet film
Pigment Capacity: 1.8L
CMYK + White
Photoprint/Maintop

Windows 7 or above
Tiff, Jpeg, Eps, Pdf

The temperature is 25°C – 30°C, and the humidity is 50% – 75%

50HZ/60HZ/220V, power 1400/1900W, current 7A
Gigabit network card
1600*960*1300 mm (LxWxH)
2200*900*1160 mm (LxWxH)
300KG
400 KG


