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Hapond GZM 32 KM Pro

MAIN APPLICATION

Decoration Industry

Advertising Industry

Interior Design Industry

Packaging Industry

Exhibition Industry

Leather & Textile Industry

INSPIRING INNOVATION

Konica 1024i/1024a
Print Heads

Triple Pinch
Rolls Take-up

Abti-Collision
Unit

UV INKJET SERIES
Hapond Thunder Jet AC1800UV

Negative Pressure
System

Durable 400W
AC Servo System

LED UV Lamps &
Anti-conllision Unit



No. 21, Jalan Merdeka Ria 1,
Merdeka Ria Industrial Park, 68000 Ampang,
Selangor, Malaysia.

+603-4296 3733                       +603-4296 9733

sales@hapond.com.my            hapond.com.my

facebook.com/haponddigital

TECHNICAL SPECIFICATIONS

Hapond GZM 32 KM Pro
UV INKJET SERIES
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Ink

Media Handling System Oinch roller system with Multi function Feeder + Triple Pinch Rolls Take-up

Media Type Backlit, Banner, Canvas, Backlit film, Reflection film, Tarpaulin, Backlit Textile,
Vinyl, Wall covering, PP, PET.

Servo System Durable 400W AC servo system

Ink Supply System Negative pressure sysytem + White ink recirculation system

GZM32KM PROModel

4~11 Konica 1024a/1024iPrint Head

Net Weight / Gross Weight Printer: 1466kgs/1699kgs ; UV Controller : 19kgs/38kgs    

Printing Speed Konica 1024a
Drat
Production
High Resolution
Photo

Resolution
480x1080dpi
480x1440dpi
480x1080dpi
480x1440dpi

1 Group Head
39m2/hr
31m2/hr
21m2/hr

15.2m2/hr

Data Interface External USB 2.0; Internal: SCSI cable    

Color Configuration 2x
+2x 2x

+ V+1x 2x 1x

+ V+

+ V+2x 2x 1x

LED UV Curing SystemCuring System

2 Group Head
72m2/hr
58m2/hr
40m2/hr
30m2/hr

Konica 1204i
Drat
Production
High Resolution
Photo

Resolution
580x1080dpi
580x1440dpi
580x1080dpi
580x1440dpi

1 Group Head
36.5m2/hr
28.6m2/hr
19.4m2/hr
14.4m2/hr

2 Group Head
67.5m2/hr
53.5m2/hr
37m2/hr

28.5m2/hr

Print Width Max. 3200mm    

Working Enviroment Temp. 20°C~28°C, Humidity: 40%~70%    

Software FlexiPrint Uni Edition (Optional Onyx) + GZ Print Manager    

Power Printer: Single Phase,50Hz/AC,220V±10%, 10A(Printer + UV Controller)    

Installed Size / Packed
(LxWxH)

Printer : 5200 x 1372 x 1606mm / 5340 x 1330 x 1840mm
UV Controller: 680 x 290 x 480mm / 750 x 450 x 670mm    


