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TECHNICAL SPECIFICATIONS

Address :
No. 21, 23, Jalan Bukit Permai Utama Tiga, 
Taman Industri Bukit Permai, 
56100 Cheras, 
Wilayah Persekutuan Kuala Lumpur.

Tel : +603-4296 3733    Fax : +603-4296 9733

Email : sale@hapond.com.my   ||   Website : www.hapond.com.my

Coordinates : N 03O 08.079’ E 101O 45.797’

GP SERIES
HIGH POWER FIBER LASER
CUTTING MACHINE
 

XT-G2040PROMODEL

WORKING AREA

PALLET EXHANGE TIME

MAX ACCELERATION

POSITIONAL ACCURACY

RE-POSITIONAL
ACCURACY

MAX LINKAGE SPEED

2000×6050mm

30S

180m/min

2.0G

±0.03mm

±0.02mm

2000×6050mm

20S

180m/min

2.0G

±0.03mm

±0.02mm

2000×4050mm

20S

180m/min

2.0G

±0.03mm

±0.02mm

XT-G2060PRO XT-G2560PRO XT-G258PRO

2000×13000mm

70S

180m/min

2.0G

±0.03mm

±0.01mm

2000×4050mm

50S

180m/min

2.0G

±0.03mm

±0.02mm

XT-G2060PRO

TECHNICAL SPECIFICATIONS

Carbon Steel
( Oxygen ) 

Stainless steel
( Nitrogen ) 

Material

Thickness Cutting Speed (m/min) 

LASER CUTTING PARAMETERS REFERENCE TABLE 


